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Every effort has been taken to ensure that the data listed in this catalogue is correct. 
Finer Power Transmissions P/L will not accept liability for any damage or loss caused as a result of the data in this catalogue.

BLD Series

Bearing 
Number

Dimensions Basic 
Load 
rating 
(KN)

Weight 
(kg)d1

(6H)
d2

(6g) d3 L1 
(min) L2 L3

(min) L4 h H W D J SΦd

BL6BD M6x1 .0 M6x1 .0 10 11 16 16 30 5 11 16 10 11 .11 9 .9 0 .037

BL6D M6x1 .0 M6x1 .0 10 11 11 16 16 30 5 11 16 10 11 .11 9 .9 0 .037

BL8BD M8x1 .25 M8x1 .25 13 14 19 19 36 6 14 19 12 12 .7 12 .5 0 .066

BL8D M8x1 .25 M8x1 .25 13 12 14 19 19 36 6 14 19 12 12 .7 12 .5 0 .066

BL10BD M10x1 .5 M10x1 .5 14 .5 21 17 23 23 43 7 17 25 14 15 .88 18 .3 0 .11

BL10D M10x1 .25 M10x1 .25 14 .5 15 17 23 23 43 7 17 25 14 15 .88 18 .3 0 .11

BL12BD M12x1 .75 M12x1 .75 17 .5 24 19 26 26 50 8 19 29 17 19 .05 26 .7 0 .16

BL12D M12x1 .25 M12x1 .25 17 .5 17 19 26 26 50 8 19 29 17 19 .05 26 .7 0 .16

Ball Studs  
with Male Thread

SDTZ Ball Studs is an “L” shaped shank with a male left hand thread made up of zinc base alloy and steel .

All Ball Studs are available in either left or right hand thread (Add the suffix “L” for left hand threrad) .




