E., NEEDLE ROLLER BEARINGS

STUD-TYPE TRACK ROLLERS

CRSB SERIES

INCH SERIES

© Non-separable, sealed unit with outer ring, full complement
of needle rollers, stud seals, self-lubricating resin internal
thrust washers and stud-fastened retaining washer.

© Seals help retain lubricant and exclude foreign matter
(CRS Series).

© Hexagonal wrench socket in stud head for mounting.

® Re-lubrication via axially drilled hole through stud with
cross-drilled holes in stud raceway and shank.

©® Recessed axial hole accepts standard nominal inch
drive-type grease lubrication fitting.

Tolerance limits for outer diameters of stud and outer ring
refer to “single mean diameter.”

A close fit between stud and hole required for mounting.
Bore dimensions given below result in varying fit (0.025 mm
tight to 0.013 mm loose [0.0010 in. tight to 0,0005 in. loose]).
Retaining washer should be firmly backed up by flat housing
shoulder (perpendicular to the stud axis).

Shoulder diameter should be at least same size as minimum
clamping diameter listed.

© May be mounted with two thin lock nuts, or nut and lock
© Lubrication fitting plugs furnished to close off unused holes. washer.
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(1 UNS instead of UNF threads.

inhead end of stud fitting installed
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of hex wrench socket.

For hexagonal wrench
sizes, see page B-5-30,

Stud-Type and Yoke-Type Track Rollers

CRSB -8to -10-1 CRSB -24t0 -44
—c—]
‘o — Clamping torque is based on lubricated
I = |, . CRSB-12t0-2 threads. |f threads are dry, the torque
J - 1% % CRSB -48t0 -64 values listed below may be doubled.
T N
Load Rating
As aBearing As a Track Rollor [ oz nax K &
Speed Rating . Clamping | Approx
Bore Dia.
Grease B Torque: W
40013400005
¢ Co Cu Frperm Far perm o 0
N N N N W o mm Nm kg
bf b Ibf ] bf in Ibin Ibs
am 4% 207 120 2 7000 4826 025 104 06 169 001
999 it} 60 269 65 01500 0010 0410 0410 15 002
89 560 339 136 32 200 4828 025 na 1041 189 ]
1100 1260 762 305 731 01900 0010 0441 0410 15 002
605 187 a2 253 609 o500 6350 038 1.99 nn3 3% 002
1360 ) 99 569 1370 02500 0015 0472 0462 £ 004
650 n % 279 672 500 6350 038 1260 113 3% 002
170 1960 1070 628 1510 02500 0015 0504 0482 EY [
01 158 627 292 698 2800 9525 038 138 1547 1073 003
280 300 110 656 1570 03750 0015 0565 0509 o 008
1014 1468 738 % 1 2800 9525 038 1438 1547 073 [
280 30 1660 1110 210 03750 0015 0566 0509 % [20)
1299 2m 841 560 1343 2800 2 076 155 1980 225 [
290 4530 1890 1260 a0 04375 0030 0691 0781 250 016
1299 2m 23 818 148 2800 e 076 155 1984 525 009
290 1530 220 1840 %0 04375 0030 0691 0781 20 020
53 029 1606 738 75 o 12700 076 273 299 3055 01
5240 6810 310 1660 2990 05000 0030 0816 08¢ 350 020
B3 029 118 1045 2500 m 12700 076 an 299 3955 016
5210 &0 3970 2350 5630 05000 0030 0816 03es 250 035
2816 026 a1 ne 2m o 15812 076 230 279 745 2]
6330 050 50 2% ) 06250 0030 0941 1.0 650 053
21 026 28 1566 %08 2500 15872 076 5% 279 745 021
6330 050 860 ) 0 06250 0030 0941 1094 650 061
Continued on next page.
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E., NEEDLE ROLLER BEARINGS

STUD-TYPE TRACK ROLLERS

CRSB SERIES

INCH SERIES

© Non-separable, sealed unit with outer ring, full complement
of needle rollers, stud seals, self-lubricating resin internal
thrust washers and stud-fastened retaining washer.

® Seals help retain lubricant and exclude foreign matter
(CRS Series).

Hexagonal wrench socket in stud head for mounting.
Re-lubrication via axially drilled hole through stud with

® Tolerance limits for outer diameters of stud and outer ring
refer to “single mean diameter.”

® Aclose fit between stud and hole required for mounting.

® Bore dimensions given below result in varying fit (0.025 mm
tight to 0.013 mm loose [0.0010 in. tight to 0,0005 in. loose]).

© Retaining washer should be firmly backed up by flat housing
shoulder (perpendicular to the stud axis).

For hexagonal wrench
sizes, see page B-5-30,

CRSB -8to -10-1 CRSB -24 t0 -44

—c—]

Stud-Type and Yoke-Type Track Rollers

cross-drilled holes in stud raceway and shank. © Shoulder diameter should be at least same size as minimum o
© Recessed axial hole accepts standard nominal inch clamping diameter listed. . — Cfmﬂbﬂﬂlff'-"fl:‘l"ﬂ :!S bﬂSF: GHLUDT/NYW
. ication fiti ; . threads. If threads are dry, the torque
drive-type grease lubrication fitting. © May be mounted with two thin lock nuts, or nut and lock v, | o, o CRSE-120022 valugs listed below may be doubled.
© Lubrication fitting plugs furnished to close off unused holes. washer. T B -4t
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s 220 15 s 08 1270 =00 . an 18 s e a1 i un 08 100 w0 225 121 ) o 1685 076
05750 2250 1250 2000 0500 1000 0168 0125 a7 1700 7800 8360 18500 08750 0050 1316 1406 1500 157
2 5400 650 an 5120 21 s . an 318 T — s27 11143 wis san 10400 . 2400 220 78 w28 2025 14
10000 2500 1500 2250 052 1125 0188 0125 13100 25000 1000 130 0 Lo 0080 1565 1568 25 25
2 25400 685 a0 w120 21 s . an 31 i - s 11743 ats ny 11658 . 229 sm w2 025 13
10000 2750 1500 2250 052 1125 0168 0125 13100 2500 10600 16000 2520 10000 0000 1565 1568 250 23
. 3150 %20 s 5350 1588 s 635 635 318 vz [ M2 e 5150 6850 1122 . st750 220 w1 s 191
12500 3000 1750 2500 0625 1250 0250 0280 0125 15700 40000 11600 15400 2500 12500 000 1816 2125 3450 a0
s 350 25 s 6350 1588 s 635 635 3 T (. Tz e san 8505 w2 a0 31750 229 w1 s 218
12500 3z 175 2500 0525 1250 0250 025 0125 16700 0000 12200 15300 i 12500 000 1416 2125 a5 i
s ua 0% 2w 5290 1148 un 635 635 a1 o [ 10897 25 22 wrs 10127 w50 e 220 2 6.9 s 201
13750 2500 2000 2750 0688 1375 0250 0250 0125 210 s000 18500 21300 43000 1750 0000 2066 208 20 642
. 38100 10150 515 8890 1905 w10 635 635 a8 o 189 3103 w75 12588 x4 0 8100 220 s o 565 az
15000 4000 2250 2500 0750 1500 0250 0250 0125 3100 71800 2200 2030 S6300 15000 0030 2316 2191 5000 a3
0800 12100 68 85 P 6510 an . v 2040 s 102 mn 308 0300 3 s 050 555 80
¢ 20000 5000 2750 5002 0875 255 R 018 e cRse-50 47300 103000 50 35600 a200 o 2000 0125 2600 2583 5000 1960
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(1UNS instead of UNF threads.
inhead end of stud fitting installed below battom of hex wrench socket.
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